VALVOLE DI RITEGNO

Valvola diritegno assiale
Axial disc check valve
(lapet anti-retour a disque axial

Vélvula de retencidn de disco Axial
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CHECKVALVES| LAPETS ANTHRETOLR POS. | CECCIPTION /DENOMINACON | NATERINUX/ MATERIAL
VALVULAS DE RETENCION
1 Corpo, Body, Corps, Cuerpo EN-GJL-250 (Epoxy coated)
qz) | : 2 Guida, Guide, Guide, Guia EN-GJL-250 (Nickel plated)
B 3 Disco, Disk, Disc, Disco EN-GJL-250 (Nickel plated)
ﬁ 5]'-': 6 4 Molla, Spring, Ressort, Muelle AISI 304 (1.4301)
: ] il 5 Guarnizione, Gasket, Joint, Junta EPDM
U
; y 6 Boccola, Bushing, Bague, Cojinete PTFE
d’) Pressione nominale/ Nominal pressure/ Pression nominale/ presion nominal PN 16

Temperatura di utilizzo/ Working temperature/ Temp. de fonctionnement/ Temp. de funcionamiento

-10°C./480°C.

Flangiatura/ Flanges drilled/ Brides percées/ Bridas perforados

EN1092-2PN 10/PN 16

Collaudo/ Test/ Test/ Prueba

EN 12266-1

DIMENSIONI/ SIZE / TAILLE / TAMANO
. DN L D Kg.
50 100 165 5,2
65 120 185 7,5
- 80 140 200 98
100 170 220 12,8
;' 125 200 250 20
150 230 285 28
200 301 340 53
250 370 405 70
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