Indicatore di passaggio in AISI 316 filettato @
Stainless steel threaded sight-glass
Contréleur de circulation taraudé en acier inoxydable

Mirilla roscada en acero inoxidable @

FILTRI E INDICATORI DI PASSAGGIO

STRAINERS AND SIGHT-GLASSES | FILTRES ET CONTROLEURS DE
CIRCULATION | FILTROS Y MIRILLAS

& POS DENOMINAZIONE / PART NAME MATERIALE / MATERIALS
’ DESCIPTION / DENOMINACION MATERIAUX/ MATERIAL
1 Corpo, Body, Corps, Cuerpo AISI 316 - CF8M (1.4408)
2 Coperchio, Cover, Couvercle, Tapa AISI 316 - CF8M (1.4408)
Guarnizione, Gasket,
3 Joint D'étanchéité, Junta PIFt
4 Stelo, Stem, Tige, Eje AISI 316 (1.4401)
5 (ristallo, Window, Cristal, Cristal Vetro tempera’to,‘Te{npered glass
Verre trempé/Vidrio templado
6 | Indicatore, Indicator, Indicateur, Indicador AISI 316 - CF8M (1.4408)
\ \/
Pressione nominale/ Nominal pressure/ Pression nominale/ presion nominal PN 10
Temperatura di utilizzo/ Working temperature/ Temp. de fonctionnement/ Temp. de funcionamiento -20°C./+150°C.
Filettatura/ Thread/ Filetage/ Hilo 1SO7/1Rp
Collaudo/ Test/ Test/ Prueba JISB2203 / API 598
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DIMENSIONI/ SIZE / TAILLE / TAMANO

] L H o di od Kg.
12" 2 68 38 15 1,13
34" 2 68 38 2 1,01
1 M2 68 38 2 1,08
11/4" 145 110 45 )] 315
12" 145 110 45 40 329
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Indicatore di passaggio in AISI 316 filettato

Stainless steel threaded sight-glass

Contréleur de circulation taraudé en acier inoxydable

Mirilla roscada en acero inoxidable
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FILTRI E INDICATORI DI PASSAGGIO

STRAINERS AND SIGHT-GLASSES | FILTRES ET CONTROLEURS DE
CIRCULATION | FILTROS Y MIRILLAS

POS DENOMINAZIONE / PART NAME MATERIALE / MATERIALS
E ’ DESCIPTION / DENOMINACION MATERIAUX/ MATERIAL
) 1 Corpo, Body, Corps, Cuerpo AISI 316 - CF8M (1.4408)
-E 2 Coperchio, Cover, Couvercle, Tapa AISI 316 - CF8M (1.4408)
2 R Guarnizione, Gasket,
= 3 Joint D'étanchéité, Junta PIFE
6 . 4 Stelo, Stem, Tige, Eje AISI 316 (1.4401)
/ —
-Ew 5 (ristallo, Window, Cristal, Cristal Vetro tempera,to,.Tempered glass,
Verre trempé/Vidrio templado
\ 6 | Indicatore, Indicator, Indicateur, Indicador AISI 316 - CF8M (1.4408)
\
5 7 Vite, Bolt, Boulon, Tornillo AlSI 304 (1.4301)

Pressione nominale/ Nominal pressure/ Pression nominale/ presion nominal

PN 16

DN 15+DN50 -0°C./+150° C.

Temperatura di utilizzo/ Working temperature/ Temp. de fonctionnement/ Temp. de funcionamiento

DN 65+ DN 100-0°C./+100°C.

Flangiatura/ Flanges drilled/ Brides percées/ Bridas perforados

EN 1092-2 PN 16

Scartamento/ Face to Face dim./ Jauge/ Calibre

EN 558 Serie 1

Collaudo/ Test/ Test/ Prueba

JISB2203 / AP 598

>
'( q A"’ Via Giotto, 17 - 42014 Castellarano (RE) | Tel. 0536 850117 - Fax 0536 828528

et e-mail: info@cai-service.it | www.cai-service.it

[IVALVE

INDUSTRIAL VALVES

®



@d

o
)
DIMENSIONI/ SIZE / TAILLE / TAMARNO

DN L H 0 di od Kg.
15 130 15 35 15 310
20 150 115 35 2 3,70
25 160 115 35 25 420
32 180 143 55 E9) 6,40
40 200 143 55 40 7,65
50 20 143 55 50 9,10
65 290 185 85 65 14,15
80 310 19 85 80 16,80
100 350 28 110 100 320

ga— | 4
®
( q A"’ Via Giotto, 17 - 42014 Castellarano (RE) | Tel. 0536 850117 - Fax 0536 828528 [I\//\LVE

et e-mail: info@cai-service.it | www.cai-service.it

INDUSTRIAL VALVES



