Valvola diritegno a battente
Swing check valve
(lapet anti-retour a simple battant

Vélvula de retencion oscilante
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VALVOLE DI RITEGNO

CHECKVALE | LAPETSAVTAETOR POS. | SESCPTION/DENOMINACION | MATERIL/ WATERIAL
VALVULAS DE RETENCION
1 Corpo, Body, Corps, Cuerpo EN-GJL-250 (Epoxy coated)
2 Guida, Guide, Guide, Guia EN-GJL-250 (Nickel plated)
3 Disco, Disk, Disc, Disco EN-GJL-250 (Nickel plated)
4 Molla, Spring, Ressort, Muelle AISI 304 (1.4301)
5 Guarnizione, Gasket, Joint, Junta EPDM
6 Boccola, Bushing, Bague, Cojinete PTFE
Pressione nominale/ Nominal pressure/ Pression nominale/ presion nominal PN 16

Temperatura di utilizzo/ Working temperature/ Temp. de fonctionnement/ Temp. de funcionamiento

-10°C./+80°C.

Flangiatura/ Flanges drilled/ Brides percées/ Bridas perforados

EN1092-2PN 10/PN 16

Scartamento/ Face to Face/ Encombrenent/ Cara-a-Cara EN 558 SERIE 48
Collaudo/ Test/ Test/ Prueba EN 12266-1
Norma di riferimento/ Reference standard/ Norme de référence/ Norma de referencia EN 16767:2016

DIMENSIONI/ SIZE / TAILLE / TAMARO
| DN L H D Kg.
— 50 200 140 165 1
: : ) 65 240 142 185 16
- WO 10 T 80 260 165 200 20
i 3 ' 100 300 175 20 2
N e 125 350 198 250 2
e 150 400 28 285 58
200 500 25 340 %
L 250 600 302 395 144
300 700 365 145 197
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