Saracinesca in ottone filettatat “FF”
Brass threaded gate valve “FF”

Vanne filete en laiton “FF”
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Valvula de Compuerta roscada de laton “FF”

SARACINESCHE

GATE VALVES | VANNES A OPERCULE |

VALVULAS DE COMPUERTA POS DENOMINAZIONE / PART NAME MATERIALE / MATERIALS
) DESCIPTION/ DENOMINACION MATERIAUX / MATERIAL
1 Corpo, Body, Corps, Cuerpo CW617N
2 Cuneo, Wedge, Coin, Cuna CW617N
3 Asta, Stem, Tige, Eje CW617N
4 Guarnizione, Gasket, Joint Plat, Junta NBR
5 Anello, Ring, Bague, Anillo AISI 304
6 Rondella, Washer, Rondelle, Arandela AISI 304
7 Cappello, Bonnet, Chapeau, Capo CW617N
8 Baderna, Pac.klng, Bague de garniture, PTFE
Anillo de empaque
9 Premlstloppa, Packing gland, AISI 304
Presse-étoupe, Prensaestopas
10 Dado, Bonnet nut, Ecrou, Tuerca AISI 304
11 Volantino, Handwheel, Volant, Volante Alluminio, aluminium
Pressione nominale/ Nominal pressure/ Pression nominale/ presion nominal 16 BAR
Temperatura di utilizzo/ Working temperature/ Temp. de fonctionnement/ Temp. de funcionamiento -20°C./+120°C.
Filettatura/ Thread/ Filetage/ Hilo 1S07/1Rp
Collaudo/ Test/ Test/ Prueba EN 12266-1
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DIMENSIONI / SIZE / TAILLE / TAMANO
DN ] F S H v PN Kg P/box | P/cart
172" 15 9 38 68 45 16 0,183 20 180
3/4 19 10 44 78 50 16 0,258 20 120
1 24 1 48 91 55 16 0,400 10 80
1"1/4 32 12 51 108 60 16 0,536 10 60
1"1/2 37 13 58 125 70 16 0,714 5 35
2’ 47 13 60 143 70 16 0,975 8 24
2"1/2 60 16 64 155 100 16 1,670 1 18
3 69 16 74 178 100 16 2,133 1 12
4 89 18 86 215 120 16 3,688 1 6
5 117 21 95 317 150 10 7,558 1 1
6" 143 24 105 380 175 10 11,142 1 1
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