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Valvola diritegno a palla filettata @
Ball check ends screwed valve @
(lapet anti-retour a boule filetée
Vélvula de retencién de bola roscada @
VALVOLE DI RITEGNO
POS DENOMINAZIONE / PART NAME MATERIALE / MATERIALS CHECK VALVES | CLAPETS ANTI-RETOUR | VALVULAS DE
DESCIPTION / DENOMINACION MATERIAUX/ MATERIAL RETENCION
1 Corpo, Body, Corps, Cuerpo EN-GJS-400-15 (Epoxy coated) 2 2
2 Cappello, Bonnet, Chapeau, Capo EN-GJS-400-15 (Epoxy coated) /
3 Pall, Bal Balle, Bola fcai s e 3 Q\ 1
4 Guarnizione, Gasket, Joint, Junta NBR

2

Pressione nominale/ Nominal pressure/ Pression nominale/ presion nominal PN 16
Temperatura di utilizzo/ Working temperature/ Temp. de fonctionnement/ Temp. de funcionamiento 0°C./+80°C.
Filettatura/ Thread!/ Filetage/ Hilo 1S07/1Rp
Collaudo/ Test/ Test/ Prueba EN 12266-1
Norma di riferimento/ Reference standard/ Norme de référence/ Norma de referencia EN 16767:2016

DIMENSIONI / SIZE / TAILLE / TAMARO

DN L H Kg.

P 125 75 :
114" 13 75 15 *
12" 145 8 2

r 174 116 3 -
27" 200 116 5

3 " 160 10
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