


ITALIAN VALVE SOLUTION



iVALVE was born as an innovative and dynamic reality that provides 
technical expertise gained from decades of experience in the �eld 
thanks to its innovative approach and constant renewal.
Therefore it proposes itself as a landmark for the supply of 
industrial hydraulic systems, o�ering targeted advice and valid 
alternative proposals for any kind of need with a view to continuous 
improvement of all production processes and ensuring immediate 
and continuous availability service with more than 20,000 items in 
stock thanks to advanced warehouse management.
The quality of our certi�ed products and the high competence of 
our sta� position us as trusted partners in various industries.

iVALVE: operating to your Future.



AUTOMATION

BALL VALVES

STANDARDS::
ISO5211
DIN 3337
ATEX
TYPE:
Rack & Pinion pneumatic 
actuator/electric actuator
Limit Switch Box
Pneumatic & 
electropneumatic 
Positioners
Solenoid Valves

STANDARDS:
EN/API/ANSI/ATEX
TYPE:
Wafer
Wafer-Split
Split Body
2 and 3 pcs
2 and 3 way
CONNECTIONS:
�t�D�Q�J�H�G
threaded Gas-NPT
DIN 11850
tri-clamp
MATERIALS:
Stainless Steel AISI 304-
316-630/Carbon Steel/
WCB/Cast Iron
Alluminium/Brass
ACCESSORIES:
Pneumatic actuator
Electric actuator
Limit Switch Box/Pneumatic 
& electropneumatic 
Positioners
Solenoid Valves



STANDARDS:
EN/API/ANSI/ATEX
TYPE:
�:�D�I�H�U���/�X�J���6�R�I�W���6�H�D�W���'�R�X�E�O�H��
eccentric/PTFE Seated/Food 
Industry
CONNECTIONS:
�t�D�Q�J�H�G���W�K�U�H�D�G�H�G���*�D�V���1�3�7��
DIN 11850/tri-clamp
BODY MATERIALS:
Stainless Steel AISI 304-
316-630/Carbon Steel/
WCB/Cast Iron/Alluminium
SEAT MATERIALS:
EPDM/NBR/viton/white 
EPDM/silicon/poliuretane/
carboxidate/natural rubber
DISC MATERIALS:
Stainless Steel/Ductile Iron/
WCB/Aluminium-Bronze/
Hastelloy/Monel
ACCESSORIES:
Pneumatic actuator/
electric actuator/Limit 
Switch Box/Pneumatic 
& electropneumatic 
Positioners/Solenoid Valves

BUTTERFLY VALVES

PINCH & DIAPHRAGM VALVES

STANDARDS:
EN/API/ANSI/ATEX
TYPE:
Manual & Pneumatic 
CONNECTIONS:
�)�O�D�Q�J�H�G
Threaded Gas-NPT
MATERIALS:
Stainless Steel AISI 304-
316-630
Carbon Steel
WCB
Cast Iron
Alluminium
ACCESSORIES:
Pneumatic actuator
Electric actuator
Limit Switch Box
Pneumatic & 
electropneumatic Positioners
Solenoid Valves



KNIFE GATES VALVES

GLOBE & GATE VALVES

STANDARDS:
EN/API/ANSI 
TYPE: 
Bellows
�6�K�R�U�W���	���/�R�Q�J���E�R�G�\
CONNECTIONS:
�)�O�D�Q�J�H�G
Threaded Gas-NPT/BW-SW
MATERIALS:
Stainless Steel AISI 304-
316-630
Carbon Steel
WCB
Cast Iron
Brass

STANDARDS:
EN/API/ANSI/ATEX
TYPE:
�:�D�I�H�U���/�X�J���8�Q�L�G�L�U�H�F�W�L�R�Q�D�O��
Bidirectional
CONNECTIONS:
�)�O�D�Q�J�H�G���3�1�������������$�1�6�,��������
BODY MATERIALS:
Cast Iron EN-GJL-250 + 
Epoxy / CF8M Stainless Steel
SEAT MATERIALS:
Metal, Butyl, NBR, EPDM, 
VITON, PTFE, FPM, Silicone
PACKING:
�*�U�H�D�V�H�G���&�R�W�W�R�Q���3�D�F�N�L�Q�J
GATE MATERIALS:
Stainless Stell AISI 304/316
ACCESSORIES:
Pneumatic actuator/
electric actuator/Limit 
Switch Box/Pneumatic 
& electropneumatic 
Positioners/Solenoid Valves



STANDARDS:
EN/API/ANSI
CONNECTIONS:
�)�O�D�Q�J�H�G
Threaded Gas
MATERIALS:
Stainless Steel AISI 304-
316-630
Carbon Steel
WCB
Cast Iron
EPDM
NBR
VITON

CHECK VALVES

FLANGES AND FITTING

FLANGES
STANDARDS:
EN 1092-1/ANSI/GOST
AWWA/TEMA/API 6B,6B 
MATERIALS:
Aluminium, Carbon Steel
Stainless Steel
THREATED FITTINGS 
STANDARDS:
ISO 4144/EN-10241 
MATERIALS:
Stainless Steel AISI 316
WELD FITTINGS
STANDARDS:
ISO/DIN/ASTM/ASME
SERIE 3000,6000 E 9000 LBS
TYPE:
�:�H�O�G�L�Q�J���%�(���D�Q�G���6�:���y��
MATERIALS:
Stainless Steel, Carbon Steel

STANDARDS:
EN/API/ANSI/ATEX
TYPE:
�'�L�V�F�����6�S�U�L�Q�J�����'�X�D�O���3�O�D�W�H
Clapet, Piston, Ball
CONNECTIONS:
�)�O�D�Q�J�H�G
Threaded Gas-NPT/DIN 
11850
MATERIALS:
Stainless Steel AISI 304-
316-630
Carbon Steel/WCB
Cast Iron/Alluminium, Brass

EXPANSION JOINTS & STRAINERS 
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